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1.

This document describes the installation process and the implementation of the Local Loading Tool (LLT).
This tool allows the user to download software components or parameter files in the terminals with
TELIUM ™ technology.

In the continuation of this document, the following designations « terminals with TELIUM ™ technology »
will be replaced indifferently by the word « terminal » or the abbreviation « EFT ».

To install and use the LLT software follow the different steps described below:
e Software installation
e Connection Configuration with terminal according to the used Windows ® platform.
e Useof the LLT Functions.

2.

LLT software runs under Microsoft ® Windows ® platform:
e  Windows ® XP Service Pack 3
e Windows ® Vista Professional Service Pack 2
e Windows ® 7 Professional

In order for the software to run the computer where the software is installed must have a CD-ROM drive
and a serial or USB port.

3.

You must have administrative privileges to install and to uninstall this program. This includes having
administrative privileges the first time you start your computer after installing or uninstalling.

LLT use port IP 6000 for data exchange. The use of this port must not be forbidden by the network
administration (Firewall, Virtual Private Network (VPN)) or must not be used by another application.

Before installing the LLT application, make sure that all applications are closed.
Then, insert the CD-ROM containing the LLT software and follow instructions of the LLT setup.

If your PC doesn't run the setup automatically, click "Start" button from the task bar, choose "Run ...",
then "Browse ..." CD drive and select "LLT_setup.exe".

Once you have completed the setup procedure, you can launch the tool by double-clicking on the LLT icon
or from Start button Choose: Programs -> TELIUM Tools -> LLT xx.yy -> LLT xx.yy (where xx, yy are major
and minor version number).

The USB driver for terminals with TELIUM ™ technology is automatically installed during the LLT
installation.
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4.

From task bar click Start and choose Programs -> TELIUM Tools -> LLT xx.yy -> LLTxx.yy Uninstall.

5.

LLT allows downloading software components or parameter files in the terminal during a downloading
activity. It also may allow uploading diagnostic file during a diagnostic or maintenance activity.

5.1.

Before the first connection,
e See chapter ‘Connection Configuration with terminal‘in function of platform Microsoft ® Windows
® used.

e Make sure the serial cable or the USB cable is correctly connected to the PC and terminal.

e Make sure the terminal is ready to be connected. The terminal must be switched to LLT mode
using the key combination: simultaneously pressing '.' and yellow button (to reset the terminal)
and then pressing "Up" key. When LLT mode is reached, the "LLT" message is displayed on the
terminal screen.

Different ways to connect:

e with mouse: by clicking on the icon %é
e with the LLT menu: Terminal = Connection.
e with shortcut key: F4.
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5.2.

5.2.1.

COM:s: list of COM ports installed,
USBs: list of USB ports with a terminal connected.
For LLT options see LLT.ini file description.

5.2.2.
e Option ‘EnumUSB’ is on (yes: default value). Priority is given to USB link.

> Asingle terminal connected in USBs
==>trying to connect with this terminal,

» More then one terminal connected in USBs
==> a dialog box is opened to select which USB port to use.

» No terminal connected in USBs
==> trying to connect using the port selected in the window ‘LLT Connection
properties’ (LLT menu : Connection - Connection configuration).

e Option ‘EnumUSB’ is off (no)
The attempt to connect is made with the port selected in the window ‘LLT Connection
properties’ (LLT menu : Connection => Connection configuration).

5.2.3.

(see chapter: LLT used in command mode)
e Option ‘EnumUSB’ is on (yes: default value)

» Number of port provided (with -x parameter)

* jtis presentin COMs and in USBs
==> trying to connect using this port,

* itis absentin USBs and a single terminal connected to USB
==> trying to connect with this terminal,

* jtis presentin COMs and USBs is empty,
==> trying to connect using this port,

* jtisabsentin COMs
==> Error (-19),

» Number of port not provided (without -x parameter )
* if asingle terminal connected to USB
==> trying to connect with this terminal,
= 0 ormore terminals connected to USB
==> Error (-19),

e Option ‘EnumUSB’ is off (no)

» Number of port provided (with -x parameter)
= jtis presentin COMs
==> trying to connect using this port,
= jtisabsentin COMs
==> Error (-19),

» Number of port not provided (without -x parameter )
==> trying to connect using the last port used (in the last connection).

MAW

LLT User’s Guide ® 900001549 R11 000 02 _ 296107410 o 7/71
Copyright © 2011 Ingenico
All rights reserved



>3-

The LLT must be disconnected before unplugging the cable. This will cause a reset of the terminal.

Different ways to disconnect:

5.4.

5:5-

e with mouse: by clicking on the icon %@
e with the menu: Terminal - Disconnect.
e with shortcut keys: CTRL + F4.

Select the downloading activity in the LLT menu: Activity = Downloading.
Connect to the terminal (see Connecting to the terminal).

Move in the LLT explorer in order to select the catalogue files corresponding to the components to
be downloaded (see File selection).

Download the component(s) in the SWAP directory of the terminal (see File transfer).

Disconnect (see Disconnecting from the terminal). After the reset terminal, the valid components
are transferred in the SYSTEM directory in order to be used.

You can download a parameter file usable by an application in the HOST directory of the terminal.
Note: the application using this parameter file will have to delete it after using.

Select the downloading activity in the LLT menu: Activity > Downloading.
Connect to the terminal (see Connecting to the terminal).

Go to HOST directory by clicking ‘EI‘ icon (or with CTRL+B keys) and double-click on HOST
directory (terminal side).

Move in the LLT explorer (PC side) in order to select the files to be downloaded (see File selection).
Download the component(s) in the HOST directory of the terminal (see File transfer).

Disconnect (see Disconnecting from the terminal).
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5.6. List of components in the terminal

e Select the downloading activity in the LLT menu: Activity = Downloading.
e Connect to the terminal (see Connecting to the terminal).

e Double click on RUNNING.LST file or used the LLT menu: Terminal = Component list or CTRL + F
shortcut keys to display the component list.

b’-YSTEI‘I;S???DZlD.PDF;DDDD -
STETEM:37782c00_PDF 0000
SYETEM:320500107_ADF AlE4 B
SYSTEM:306L50Z11_ADF:19C1
SYSTEM:35671503_ADF 4307
STETEM:35220214 ADF0EQDD
SYSTEM:38080Z13_ADF FLZ2

54

5.7. Uploading diagnostic files (*.DIA)

e Select the downloading activity in the LLT menu: Activity => Diagnostic.
e Connect to the terminal (see Connecting to the terminal).

e Select the diagnostic files in the terminal view to be uploaded (see File selection).
e Transfer the file(s) in a PC directory (see File transfer).
e Disconnect (see Disconnecting from the terminal).

e Display content of diagnostic files (see LifeCounter.dia , Booster.dia, AppDefault.dia or
AppCounter.dia)
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5.8.

5.8.1.

The file selection is made in the same way as Windows Explorer:
- select afile by clicking oniit,
- select all the files pressing simultaneously Ctrl and A keys,
- select contiguous files by clicking on a file with ‘Shift’ key,
- select non-contiguous files by clicking on a file with ‘Ctrl’ key,

5.8.1.1. Selection a catalogue file

Selecting “*.Mxx’ in the file type list M30 | (Mxx corresponding to the catalogue file extension) allows

the user to view catalogue files in the current directory. When a catalogue file transfer is carried out, all
files present in that catalogue file will be transferred.

5.8.1.2. Selecting a package

It is possible to transfer files presents in a package built from ‘IngPackager’ tool by selecting the
‘descriptor.xml’ file and downloading (drag&drop). Only the ‘<application > ... </application>’ and
‘<data> ... </data>’ tags are supported.

Warning: The ‘<requirements>’ tags are not supported. All files associated with the terminal product
type and with the ‘<application>’ tag and files with the ‘<data>’ tag are downloaded.

5.8.1.3. Selecting a file list

Selecting “*.*” in the file type list, allows the user to view all files and sub directories from the current
directory. In this mode all selected files will be transferred.

5.8.2.

Afilter function is available. Usage of characters “*’ and ‘2’ is implemented.

- =] 2 F-

W ADeliveryRetDAT eliumS oftware A\ S DEASDEK3I0W070501ASDK 7 Ter

MOC m30 4 ‘

= REE | size | rnodified | M
) Debug 07/01/2017 10:40
kei EFT30_DIR_MOCKUP.m20 1Kb  17A2/201016:10
@EFTSD_MDEKLIP.QU 1Kb  17A2/20M016:10
- -
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5.8.3.

Once connection has been established (see Connecting to the terminal) and once files have been selected
(see File selection):

e with the menu: Terminal -> File downloading or Terminal - File uploading
e with mouse: drag and drop (from the source window to destination window).
e with shortcut keys: F2 or CTRL + F2.

By default the remote downloading activity is selected. Maintenance and diagnostics activities are

also possible from LLT by selecting the menu "Activity". Catalog

Downloading
Diagnostic
v Maintenance

5.8.4.

You can copy the list of selected file from the current view to the clipboard with the popup menu
or with the CTRL + C keys.

TESTOE.M 30 0240242005
Zopy lisk Chrl4-C

Delete selected Files
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5.9. Displaying and consultation

5.9.1. Direct access to a directory of the computer

Select the directory in the list of the favourite directories.

Favaourite Directanies
|D:‘\DR-’F' QUTILSSEFT 30 Toolz55T 304Destination', j

To add a path in the list selects a directory in the tree view:
e with shortcut keys : SHIFT + INS
e or with the popup menu (with the right button of the mouse).

@W | [Fo1 TES 1 UG MLEU

o m Add in Favourite Directaries  Maj+Ins

= m Delete in Favourite Directories  Maj+Del
To delete a path in the list, select the directory name in the tree view:
e with shortcut keys: SHIFT + DEL
e oruse the popup menu (with the right button of the mouse).
=R [ = ctination | 5 T e L
I mockup ¢ Addin Favourite Directaries  Maj+Ins b

Rl Celete in Favourite Directories  Maj+Cel
== daa T

When the LLT application is closed, it is possible to automatically add the current directory in the list of the
favourite directories with the option ‘Auto_bmk=yes’ in file LLT.ini (default value: no). At the next LLT
execution, this directory will be the current directory.

Another option ‘Update_bmk’ (default value: yes) can be used. The list of the favourite directories is
automatically checked and updated (with disks present) when LLT is launched.

5.9.2. Direct access to a directory of the computer

From PC View use CTRL + J keys to go to Terminal view or click on the Terminal view.
From Terminal View use CTRL+ Kkeys to go to PC view or click on the PC view.

5.9.3. Direct access to a file contents

A double click on the file itself or press Return key after selecting the file displays in a window the file
contents in text mode.

; INGENICO France LLT configuration

3

[Protocoll]
ConnectionNane=LLT Connection

[File=]

Langmage=LLT. lng
CataExt=LLT . prm
Bookmnark=LLT.buk

[Option=s]
Bemotelirectory=yes

<

54

| IK5
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5.9.4.

Select “*.*” in the list M0 | then Double click on a file with extension “.*GN’ (.SGN, .AGN, .PGN, ...)
corresponding to a signed component to consult . The option ‘Certif SGN’in file LLT.ini must be set to on
(default value: off).

= §130900104.AGN

DunpSGEN @ w0307

Checked file : [H:WDumpSGNTesth 3130300104 . AGH]
LESCRIPTOR
—————————— Wersion: 010l
War ID: 01os
Card Serial MNumber: O000105Ee
Component type: Application
Application type: aar’
Application Fawily: 2130500104
Zipped flag: 1
CREC check flag: 1
CRC: ALE0
Tnzipped code =size: O000EZz&FO
Zipped code size: OooloEBd4
Lata size: OO0003F4
Code Address: oooooooo
Data Address: oozooo0o0
CERTIFICATES

———————————— CRBEC Card Nb Eey MNb wI Bepud_Eeys ESs CT
Scheme nawme: SchemaFork 5344 000105E& 0000000& 0108 FFFF-FFFF-FF 12 13
Scheme nawme:3ch Iapp 2522 00010E5E& 000Q00000& 0102 FFFF-FFFF-FF 12 12
Zcheme name:Zch HilUser DS5E 00010EE& 0000000& 0102 FFFF-FFFF-FF 12 132
Scheme name:S%ch Ioftr FACF 00010E5E& 00000005 0102 FFFF-FFFF-FF 12 12
Scheme name:3ch NumLogl 15AE 000105BE& 0000000& 0105 FFFF-FFFF-FF 12 13
Scheme name:3ch Numlogz 1S5AE 000105E& 00000008 0105 FFFF-FFFF-FF 1z 13 o

£ b
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5:9-5.

Once connection has been established, terminal characteristics can be displayed with the menu:

Terminal > Identification or with shortcut keys: CTRL + I.

v« Terminal Information

Constructor Code:
Product code
Boot verzion:
protocal verzion:
Contract nurmber;

Terminal Aumber;

5.9.6.

When the current activity is ‘Maintenance’ and once connection has been established, terminal

configuration can be displayed with the menu:

Terminal > Configuration or by clicking on icon %

or with shortcut keys: CTRL + J.

=, | ocal Loading Tool - ¥ 4.4

Product identification Serial number Product code Constructor code M anufacturing date Product Reference
|23500628 [11205543 kT |SAGEM_MO [13082010 295006280000
Tatal Rk Total FLASH Thunder version Booster version Perzo hardware Perzo software
15 Mo |18 Ma |n203 |0305 |Lom [t0m
General options Froduct type
portable  printer  radio buzzer COMO  COM1 COMZ2 COM3  USBH USEBS ethemet implent DUART MDE  Abs extig IRDa& b2 |13 614 |15
COM3 COM SMARTICT=<RPOZ| 0O 1 af 0
I v v v v I I I v v v I I ™ ™ I EFT30 1 1] o 0
EFTa0+ ] I 0
Fonie ot TwIN30 i1 i
eader options 930 i] 1 i]
IS01 1S02 1S03 CAM1  CAM2  SAMI  SAM2  SAM3  SAMA  booster  Cless | 00wt Tipe UCH 1 0
2 By G EE ML30 PP 1 N )
CIELE CLESS 1 ) ]
v v v v v v v v
W v v v I v v I I I I [ T R e T
kodem options p——r Dizplay options il e
W22 W2%bis src e W3is W34 VID calid o | |21ng VGA 2407320 2406320 126°%4 128128 Com0  Com(il R m i
Couleur  Caulzur Prinz zeparated Bl
uetooth i] i] 1
¥ W F F F T T R IB |\r T ©  F I roor i ]
COMA, ] I
Estenzion optionz Tid Zone
Fadia T
Ao el HE O b U okt TZI TZ2 123 124 125 126 TZF 128 129 TZI0 T T"\%G
s b2 b3 fidz [z for [ss Joo foo foo foo foo oo foo T S
r r I [ 2 e 02| GPRS
TZ11 TZ12 TZ13 TZ14 T215 TZ16 TZ17 1218 1219 TZ20 03[ELUETOOTH
o0 [0 oo [0 oo o0 foo [0 fou [ e
Mews type thunder options 0
0B| ruf
Audia ;gf;“n Vﬁj';so B3 b4 b5 bBE b7 '”‘;fguce versen
r r r r - r-r S ‘
wem'co
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5.10. Catalogue file management

5.10.1. Consulting catalogue file

Catalog Dezcription

L |test applicatian . . . L
The catalogue description is displayed each time a catalogue file is

selected.

1Kb 1412720101

ke EFT3 CorHC gy 14m12/20001
Delete selecked files Dl
refresh F5

Mew ... F7
Create a Family ... Fa

Use contextual menu (with right click) or Fg key after selecting a catalogue file, allows the user to view
the catalogue file contents and also viewing the associated descriptor file and the signed file (see
Component signature consultation) contents by selecting it in the file list.

= 31140210.M31 [X]
[file: list
: Test application
A1402105GH
Hdescriptnr file contents
File Type: 1 [zoftware descriptor]
File Mame: A140210.5GH
Application type: ooz
Application Farnily: k205
Zipped : 0
CRC Contral: 1
CRC Walue: E2CC
|Inzipped file zize: Q0003F3ac
Zipped file size: 0
Data size: 007 0000
Code address : 0
Data address : 200000
Loader Type:
Executed :
MAM&MCO
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5.10.2. Create a new catalogue file

EFT30_MO Copy list Chr+C
[ EFT30_PRL Delete selected files Del
refrash F3

14A12/20101
14A2/20101

Description

Fa

C@te a Family ... F&

Use contextual menu (with right click) or F7 key after selecting files. This allows the user to create

catalogue files for another product type from an existing one.

il Select the code product corresponding to the catalogue file to c... E'

Product code list ;

kA 30: ztationarn L"

Exizting catalogues :

Created catalogue file :

31740210.M31 317140210.M30

5.10.3. Create a family

This function allows the user to create a family for a same product type. This function is only accessible
after selecting the *.Mxx (Mxx corresponding to the catalogue file extension) in the list associated to the
file list. Use contextual menu (with right click) or F8 key after selecting catalogue files.

FT30 MOCKLP.m30 1ER

FT30_FR - s
Copy lisk Chel+C
Delete selected files Del
refresh FS

141272001
141272001

Create .EkFarniI':.-' e

Fa
Fr
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The new catalogue file will be created from one or more catalogue files for a same terminal and stored in

the family directory (destination). All files present in the source catalogue files are copied to the specified
directory.

. Family caracteristics

Family name : EFT2N M30

Family directary : C:AProgram FileshTELIUM ToolsLLT 4.4.14temp E]

Family dezcnption : EFT 30 Family

Selected files : Contents of new catalogue :

EFT3I0_MOCKELP.m30 Mockup Spstem Pack far EFT30 -
EFT30_PROD.m30 Spztéme A+ =
B200360872. ddf
B200360872. 2gn
Boot Fam
20740305, ddf
30140305 2gn
Diriver Modem
20150296 ddf
30150296, 2gn
Dinvver Vizu 128
A0TR0210.ddf b

)4 ] [ Cancel

5.10.4. Deletion of a catalogue file

When you delete a catalogue file, the software deletes associated files, only if they are not used by other
files.
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6. Views of some files

6.1.

File LIFECOUNTER.DIA

For view ‘LifeCounter.dia’ file, you must double-click on the file, and after the information of this file are
displayed in a window.

6.2.

i, ||IFECOUNTER.DIA

Date :
Nunher of Thunder

Reset=s

Fal=se detected LISE number
Numhers of Garbages carry outb
Nuambers of inwvalid blocks Flash :

Bfu :

Numhers of driving step carry out
Cumilated duration of the impressions
Number of dots printed :
Numher of cuts sector
Numher of cards readings IS01
Numher of cards readings IS0Z

12/09/06 00k Od4min ot
125 E
u}
1 =
ul
u}
u}
0=z Oms
ul
27
u}
u}
w

File BOOSTER?2.DIA

For view ‘Booster?.dia’ file, you must double-click on the file, and after the information of this file are
displayed in a window.

. BOOSTER3.DIA

hard reset nbr 13z
soft_reset nbr 134
exceptions nbr Ox00000001
exception type QzxOo0oooo0sz
exception r0 Ox00oaaooc
exception rl Ox000002ED
exception_ rz Ox000ooo0o
exception_ra3 Ox000ooo0o
exception rd Ox000000E3
exception rkt Ox00000004
exception_ re 0x003333EB4
exception_r7 0x00z403F0
exception rld 0x00339304
exception info
0xz00000000 0x000z0504 OxFFFFFFFC
000000073 0x001l0007L O0x00z00073
000400000 0x00400402 0x00400203
0004010032 0x004014032 0x00401211
0xz00600051 0x00700001 0x00z0001z

|

Oxooooooon
Ox00z00032
Ox00400C03
Ox00&00011
Ox00Z03053

LLT User’s Guide ¢ 900001549 R11 000 02 _ 296107410
Copyright © 2011 Ingenico

All rights reserved

s
b
>
° 18/71



6.3. File APPDEFAULT.DIA

For view ‘AppDefault.dia’ file, you must double-click on the file, and after the information of this file are
displayed in a window.

. APPDEFALILT.DIA

AppDhefanlt WOl.01

Date : lESO0E8/08 17h Z7min

Late Critical Default
13711708 17:42 ves aooo
13711708 17:45 vwes 0411
12711708 17:45 vwes 0411
12711708 17:48 vyes 0411
13711708 17:49 vyes aooo
13711708 18:07 vyes 0411
12711708 1lé:E4  wes agao
12711708 17:07 wyes 0411
13711708 17:25 vwes aooo
13711708 17:25 vwes 0411

6.4. File APPCOUNTER.DIA

For view ‘AppCounter.dia’ file, you must double-click on the file, and after the information of this file are
displayed in a window.

. APPCOUNTER.DIA

hppCDunter wol. ol

Date - 01701570 00k OOmin

Counters [rmamber:walue]

LLT User’s Guide ® 900001549 R11 000 02 _ 296107410 ° 19/71
Copyright © 2011 Ingenico
All rights reserved



7. LLT Setting

7.1.  File LLT. INI

LLT configuration is given by the file ‘LLT.ini”.

Options list (yes/no):
RemoteDirectory (yes default value): displaying network disks.
Certif SGN (no default value): displaying certificate for ‘*.2GN’ files.
Auto_bmk (no default value): automatic storage of last directory used (in ‘LLT.bmk’ file).
EnumUSB (yes default value): automatic enumeration of terminals connected to PC using an USB link.
Update_bmk (yes default value): automatic update the list of favorite directories (from disks present).

Example :

; INGEMICO France LLT conficuration

[

[Protocol]
ConniectionName=LLT Connection

[File=]

Lancuage=LLT. 1ng
CataExt=LLT . prm
Eookmark=LLT.buk

[Options] =
Remotelirectory=yes
certif SCGN=vyes

|1
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7.2. File LLT.PRM

It allows the user to define all product code lists for EFT and the associated terminal description.
This product code corresponds to catalogue files extension.

Syntax:
Mxy: product description

Example:

: EE3E

. stationary

: EFT230 Boosterl
: Twin

. UCH

- MAZG

- ML30

. SMARTPCI

: MER40

: EFT230 BoosterZ Color . -
» ACTZxx
- iPAZE0
: 1iE8MP

- i8C3ED
o ilMLZx=x

|

| &

7.3. File LLT.LNG

It contains the list of messages to be displayed by LLT. These messages are written in 2 different
languages: the local language (English by default) and French.

7-4. File LLT.BMK

It contains the list of the favorite directories that the user can access in one click from LLT. The user can
write the directories to be accessed easily in it. To update this file: see ‘Direct access to a directory of the

computer’.
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7.5.

7.5.1.

-c = downloading the files listed in catalogue file
-u = uploading the files listed in catalogue file
-d = deleting the files listed in catalogue file

7.5.2.

-r = filename where is stored the resulting code (if omitted, return code will be stored in
« ResBatch.txt » in the LLT installation directory

-e = name of the directory in the terminal where are downloaded the files contained in catalogue
file (downloading mode) or from where are uploaded the files contained in catalogue file
(uploading mode) or where are deleted the files contained in catalogue file (deleting mode)
(if omitted, swap disk)

-a = number of activity (if omitted, 1) (1=downloading, 2=diagnostic, 3=maintenance)

-x = number of serial port (if omitted, last port used by LLT)

-n = without dialog box displayed

7:53

e Downloading:
LLT.EXE -c<path and catalogue file name> -r<path and result file name> -a<N° of activity>
-e<name of the directory in terminal where are downloaded the files>
-x<N° of serial port>

e Uploading:
LLT.EXE -u<path and catalogue file name> -r<path and result file name> -a<N° of activity>
-e<name of the directory in terminal from where are uploaded the files>
-x<N° of serial port>

e Deleting:
LLT.EXE -d<path and catalogue file name> -r<path and result file name> -a<N° of activity>
-e<name of the directory in terminal where are deleted the files>
-x<N° of serial port>
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7.5.4.

The downloading return code is numerical ASCII coded in the resulting file followed by a text.

_ Ho”: OK

- "-1": missing parameter

-"-2": catalogue file access problem

-"-3": resulting file access problem

-"-4": downloadable files access problem

-"-5": LLT already running

-"-6": LLT configuring file missing (LLT.INI, LLT.LNG, LLT.PRM)

-"-7": connection name ("LLT Connection") not found in Windows RAS.
-"-8": PPP connection problem (RAS error + error number)

-"-9": FTP connection problem

-"-10": FTP error during file transfer

- "-11": terminal not responding once PPP connection has been established
-"-12": LLT cannot be run on such Windows platform

- "-13": LLT identification not recognized by the terminal

- "-14": unauthorized activity

- "-15": activity badly finished

-"-17": can not download a file with diagnostic activity

- "-18": can not found the RAS phonebook

-"-19": COM port unknown
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7.5.5.

Catalogue file name: 31140210.M30
With values: ; Download files to SWAP
31140210.ADF
31140210.SGN
; Change destination directory and download a file
-eHOST
Param.txt

Commande file : LoadingTest.bat

With values:
@echo off
set PATH=C:\Program Files\TELIUM Tools|LLT
set NB=1

set /P PORT=Enter COM port number or [ENTER] for COM%NBY, :

if ZPORTZ%. == .. goto Labelo

set NB=%PORT%

:Labelo

echo Enter LLT Tools install directory or [ENTER] for
set/p LLT TOOLS="%PATH%" :

if %LLT TOOLSZ%. == .. goto Label1

set PATH=%LLT TOOLS%

:Label1

set LLT="%PATH%\LLT.EXE"

echo Launch LLT Tools on the terminal

set /p T=When "LLT" displayed, press a key to continue...
echo Catalogue loading in progress ...

ZLLT% -c31140210.M30 -eSWAP -a1 -xZNBZ%

echo Loading is finished.

set /p T=Press a key to continue...
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7.6. Displaying the USB connection port number

Display the ‘Device Manager’ panel with the LLT menu: Connection = Device manager (or with
Windows menu: Start = Control Panel - Device Manager).
The list of USB ports used can be updated with the menu: Action = Scan for hardware changes.

L, Device Manager

File  Action Wiew  Help

M & 2m &

ST Sy

Tl.‘-__._‘ Batteries

'y Computer

“go Disk drives

é Cisplay adapters

iy DWDCD-ROM drives

=) Floppy disk controllers

ﬂ, Floppy disk, drives

28 Human Interface Devices

i=%) IDE ATAJATAPT controllers

‘i Kevboards

'J Mice and other pointing devices

L Modems

B8 Mebwork adapters

5 Ports (COM & LPT)
(y Communications Port (COMI1)
(y Communications Port (COM2)
o Ingernico isC220 {COM3) _
o Printer Port {LPT1)

ﬂ Processors

= 551 and RAID controllers

Jim

e e e e e ) PN e R ¥
%3

+

+
|
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8.

8.1.

Each LLT function is accessible via the menu and is also accessible via a keyboard function key or a

combination of these keys.

Function Short Cut
Consult the User Guide F1

Files downloading F2

Files uploading CTRL + F2
Connect to terminal Fq
Disconnect from terminal CTRL + F4
Refresh the view contents F5
Creating a catalogue file from an existing one F7
Creating a family F8

Consult a catalogue file F9

Open a file or a directory Return key
Delete some files from the view Del key
Select the favoriteF directory list SHIFT + F
Add a directory to the favorite directory list SHIFT + Ins
Delete a directory from the favorite directory list SHIFT + Del
Select all the files CTRL+A
Go back to the parent directory CTRL+B
Copy file list from the view to clipboard CTRL+C
Display the list of modules present in the terminal CTRL + F
Terminal Information CTRL +1
Terminal Configuration CTRL +J
PC view is active view CTRL + K
Exit from LLT CTRL+Q

8.2.

For each view an icon bar allows the user to access to some functions.

Use x icon or Del key or popup menu to delete selected file(s) from the current view and from the
corresponding directory (Note: Such function can be unauthorized on the terminal). When you delete a
catalogue file, the software deletes associated files, only if they are not used by other files.

2
Use icon or F5 key refresh view contents.

Use =% icon or CTRL+B key navigate and view the parent directory.
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8.3.

Some errors are classified by code, their description is given below in order to check potential problems.

Error number

error

Whattodo?

Ras 602 The port is already open. The serial port used by LLT is already used by another
application.

Ras 624 RasPhone2000.pbk First locate the Rasphone2000.pbk file (file located in the RAS
subdirectory of the LLT directory application) and make sure
that the read-only file property in the Properties dialog box is
not selected.

Ras 629 The port was disconnected | Check that hardware flow control is still disabled on LLT or

by the remote machine. check that terminal is waiting for connection.

Ras 633 The remote computer is in | Check USB port is present in the list of USB connection port

used number or check if the USB cable is connected to the USB
port declared on PC.

Ras 638 The remote server does not | On a laptop, turn off the modem if present.

response
Ras 721 The remote computer did | The plugged port COMx is not selected. See chapter Selecting

not respond.

communication port or see chapter Installing the null modem
driver to define the used serial interface.

Ras 651 or Ras
777

Your connecting device has
reported an error.

Terminal is not responding. Check connection (check the serial
cable or USB cable is correctly plugged) and check that
terminal is waiting for a connection. If not check Selecting
communication port or Installing the null modem driver.

FTP 12002 Internet connected Stop the Wifi connection on the PC.
FTP 12163 Internet disconnected In web browser delete check from the Property "working off-
line"
LLT displays “PPP | LLT uses port IP 6000 for data exchange. Check that the use
Connected” then | of this port is not forbidden by the network administration
automatically (Firewall, Virtual Private Network (VPN)) or check the port is
disconnecting not used by another application.
LLT displays “Absence of |LLT uses port IP 6000 for data exchange. Check that the use
terminal answer” of this port (or the LLT application) is not forbidden by the
network administration (Firewall, Virtual Private Network
(VPN)) or check the port is not used by another application.
Run-time Address in used Verify that the IP address and IP port used by the LLT are not

error 10048’

used by another application.
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9.

Connection configuration is different following the Microsoft ® Windows ® platform used.

9.1.

9.1.1.

To be connected to a terminal a serial cable must be used. For that configure the PC by installing the null

modem driver and determine the serial port that will be used with this connection.

9.1.1.1. Installing the null modem driver

Configure the serial interface with the LLT menu: Connection > Serial interface properties ....
Note: the PC must be restarted after the null modem is installed.
If no modem has been installed on this computer, the following screen appears:

Location Information

Before pou can make any phone or modem connections,
WWindows needs the following information about your curent
location.

What countr/region are o in nom'’?

=l

| France

“What area code [ar city code] are pau in now?

I

If you need to zpecify a camer code, what iz it?

W

If your dial a number to access an outzide line, what i it?

I

The phone zpztem at thiz lacation uzes:

f+ Tone dialing (™ Pulze dialing
ak | Cancel
Key in any value for your area code, and then close the window by button OK.
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Phone and Modem Options E||E|

Dialing Fules | Modems |.-'-‘-.|:Ivan|:ed|
Eﬁ The following modemsz are inztalled:
b odern Aftached To
add... Remove Froperties
[ k. ] [ Cancel ] Apply

Click "Add" button to install the null modem driver.
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Add Hardware Wizard

Install Hew Modem
Do you want wWindows b detect your madem?

Windowes will now try to detect your modem.  Before
continuing, you should:

1. If the modem iz attached to vour
computer. make sure it iz turned on.

2. Quit any programs that may be uzing
the moderm.

Click Mest when pou are ready to continue,

Don't detect my modem; | will zelect it from a lizt,

< Back ” M et » l[ Cancel

Check the option "Don't detect my modem; I will select it from a list” and then click "Next" button to
select the null modem driver from a list.
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Add Hardware Wizard

Install Hew Modem

: Select the manufacturer and model of your modem. 1f your modemn iz not lizted, or if you
LW hawve an installation dizsk, click Have Disk.

| Manufacturer || Models % .
[Standard Modem Types) =

 Commiunications cable bebwesn bwo computers

Eci’ Farallel cable between bwo computers
3&” Standard 300 bps Modem
5 Standard 1200 bps Madem

R T YV ] V ]

_'g' Thiz driver iz digitally signed.

Tell me why diver signing iz imparkant

¢ Back H M et » l[ Cancel ]

Select “(Standards Modem Types)” from the list “Manufacturer” and “Communications cable between
two computers” from the list "Models".

Then click "Next" button to select the serial port that will be used for the connection.

Add Hardware Wizard

Install Hew Modem
Select the port[z] you want ta ingtall the rmoder an.

'ou have selected the fu:ullu:uwiqg_!'nndem:

|E-:ummuniu:atiu:uns cable between bwo computers |

O which ports do pou want to inztall it?

%) Al ports
() Selected ports

< Back H M et » l[ Cancel
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Select a specific port or ‘All ports’ if you want to be able to use either one or the other.

Continue by clicking "Next" button.

Add Hardware Wizard

Install New Modem

kodemn installation iz finizhed!

“our modem has been set up successfully.

If you want to change these zettings, double-click the
Phore and Modern Options icon in Control Panel, click the
Modems tab, zelect this madem, and then click Properties.

and click "Finish".

The new interface appears now from the list.

Phone and Modem Options

ﬁ

. todem

_ Dialing Rules _. Modems :_.ﬁ.dvanced

!E. 5 The fallowing modems are installed:

_ %ﬁ] Communications cable between bwo comp... COM1
[ %ﬁ] Communications cable between bwo comp...  COM2

Attached To

[ Add... H Remove ][ Froperties

[ 0K ][ Cancel ]
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Click "OK" to validate these settings.

9.1.1.2. Use of another serial port
It is possible to define several serial ports in order to select later the available port (See chapter Selecting
communication port). To define a new interface and a new serial port (for example using COM2), repeat
the previous step described in Installing the null modem driver.

9.1.1.3. Selecting communication port
Select the serial port used from ‘Connection = Connection configuration...” LLT menu.
Select the port to use in the device list.

* | LT Connection Properties

General ||:I|:|ti|:-n$ Securnty | Metwaorking || Advanced

Select a device:

Communications cable between two computers [COM1] w

Communication: cable between bwo computers [COkM1

Communications cable between bwo computers #2 [CORMZ)

Direct Parallel [LFT1] v

Show icon in notification area when connected

[ OF. H Cancel ]

If the serial port is not displayed in the device list, check if it has correctly defined (see chapter Installing
the null modem driver).
Before using LLT application check that LLT cable is correctly plugged into the right serial connector.
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9.1.1.4. Communication port configuration

Used communication port configuration is made from LLT menu: Connection > Connection configuration

*#* | LT Connection Properties

General |Elptinns Security | Metworking | Advanced

Select a device:

| Communications cable between bwo computers [CORT]

Shaow icon in notification area when connected

1]4 H Cancel ]

Click Configure...

Modem Configuration

@ Communications cable between bwo computers [COM1]
oy

=

M awirnurmn zpeed (bpz): 115200

Modem pratocol

Hardware features
[ ] Enable hardware flaw contral
[ ] Enable madem errar control

[ ] Enable madem compreszion

[ ] Shiow terminal windaw

[ ] Enable modem speaker

[ 1] l [ Cancel

Then choose initial speed: 115200 and disable hardware flow control.

Click in the different opened windows to valid these settings.
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9.1.2.

9.1.2.1. Telium USB driver Installation

The USB driver for Telium terminals is automatically installed during the LLT installation.

Connect an USB cable between the terminal (USB Slave) and the PC (USB Host).

A new hardware is automatically detected by Windows ® XP and the terminal is added in the list of USB
connection port number (see Displaying the USB connection port number).

» If the automatic installation was completed successfully go to Installing the null modem driver.

> If the automatic installation was not done properly, follow the following steps:
e Put the terminal in LLT mode (terminal must display « LLT »).
e Connect USB cable between terminal (USB Slave) and PC (USB Host).

When you plug the terminal with USB cable, Windows ® XP suggests installing a new driver in order to
manage USB terminal connection.

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps vou inztall software far;

SAGEM MOWETEL EFT30USE PORT

"'#} If your hardware came with an installation CD
a@‘ﬁ‘ or floppy disk, insert it now.

YWhat do you want the wizard to do’?

) Install the software automatically [Fecommended]
(&) Inztall from a list or specific location [Advanced)

Click Mest o continue.

et > l[ Cancel

Click "Next"
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Found Mew Hardware Wizard

Pleaze choose your search and inztallation options. i@

(#) Search for the best driver in these locations.

IJze the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[]5earch removable media [floppy, CO-ROM...)

Inciude thiz location in the zearch:

| CAProgram Fles'EFT 30 TodksSLLT S divers -

() Don't zearch. | will chooze the driver to install.

Chooze this option to select the device driver from a list. “Windows does naot guarantee that
the driver pou chooze will be the best match for your hardware.

[ < Back ][ Mext = ][ Cancel ]

Click Browse to select the « drivers » sub-directory located in the LLT installation directory. Then click
“Next”.

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished inztaling the software for:

3 SAGEM MOWETEL EFT30USE PORT

Click Finizh to cloze the wizard.

Then "Finish". Now, the USB driver is installed and ready to be used. The USB connection is seen by LLT as
a serial port. You must configure this new port (See Installing the null modem driver). Choose the new port
which is displayed in the list corresponding to the established USB connection.
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Add Hardware Wizard

Install Hew Modem
Select the partz] you want ta install the madern an.

'ou have selected the following modem:

o

|Enmmunicatiu:uns cable between bwo computers

O which ports do pou want to install it?

" All ports
{+ Selected ports

COr2

< Back ” Mext » l [ Cancel
Now, the new communication cable appears from the list.
Phone and Modem Options @@
1 Dialing Rules _. Modems ;_.-’-'«dvanced
H! B The following modems are installed:
hodem Attached To

2" Cornmuinicat :able between b

[ %@ Cornriunications cable between bwo comp...
| &

COM2
COM3

| Add.

][ Remove ][ Properties

Lok |

Cancel ]

Click “OK”.
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Select the serial port used from Connection = Connection configuration ... of LLT menu.
Select the port to use from device list

*¥ LLT Connection Properties

General |E|ptiu:uns .Securit_l,l. I Netwurkingi I -.-’-'-.dvanced;

Select a device:

Communications cable between bwo computers #2 [CORM3]
Communications cable between bwo computers [COMZ2)
Direct Parallel [LPT1]

| Commurications cable betwesn bao computers §2 [COM3) v |

[] Show icon in natification area when connected

L OF. l [ Cancel

and click “OK”. Now, your connection is configured. You can connect the LLT to the terminal (see
Connecting to the terminal).
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9.2. With Windows ® Vista Professional

9.2.1. Connection with serial interface

To be connected to a terminal a serial cable must be used. For that configure the PC by selecting a null
modem driver and determine the serial port that will be used with this connection.

9.2.1.1. Installing the null modem driver
Communication port configuration is made from LLT menu: ‘Connection | Serial interface properties ...’
Note: with Windows ® Vista 64 bits instead used the PC menu: ‘Start | Control Panel | Phone and Modem
Options | Modem'.
Note: the PC must be restarted after the null modem is installed.
If no modem has been installed on this computer, the following screen appears:

Phone and Modem Options

.Dialing Rules | Maodems !Advanced
g ; The following modems are installed:
Madem Attached To
Add... Femove Fropertias
[ OF, ] [ Cancel Apply

Click "Add" button to install the null modem driver. Then,
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Add Hardware Wizard

Ingtall New Modem

Do pou want Windows to detect pour modem'?

v

i

“windowes will now try to detect your modem.  Before

continuing, you should:

1. If the modem iz attached to your

computer. make sure it iz burned on.

2. Quit any programs that may be using

the modern.

Click Mest when you are ready to continue.

Don't detect my modem; | will select it from a list.

[ < Back ”

Meut > ][ Cancel ]

Check the option "Don't detect my modem; | will select it from a list» and then click "Next" button to

select the null modem driver from a list.
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Add Hardware Wizard

Install Hew Modem

ﬁ Select the manufacturer and model of your madern. IF your modem iz not listed, or if pou
w hawve an inztallation dizk, click Have Disk,

| Manufacturer | Modets % .
[Standard Maodem Types) =5

 Communications cable between o computers

EJ’ Parallel cable between bwo computers
3"!” Standard 300 bps Modem

b

_'g Thig driver iz digitally signed.

Tell me why driver zigning iz imporkant

[ < Back, ” Mest » ][ Cancel ]

Select “(Standards Modem Types)” from the list “Manufacturer” and “Communications cable between
two computers” from the list "Models".

Then click "Next" button to select the serial port that will be used for the connection.

Add Hardware Wizard

Inztall Hew Modem
Select the port[z] you want ta install the moder an.

Tnu have zelected the fu:ullu:uwiqg_!'nndem: ~
|E-:ummunicatiu:uns cable between two computers |

O which partz do pau want ta install it?

%) &l ports
{7 Selected ports

< Back ” Mext » ][ Cancel

Select a specific port or ‘All ports’ if you want to be able to use either one or the other.
Continue by clicking "Next" button
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Add Hardware Wizard

Install Hew Modem
b adern installation iz finghed|

“our modem hazs been zet up succezsfully.

[f youn want ta change thesze settings, double-click the
Phone and Modem Options icon in Control Panel, click the
Modems tab, select thiz modem, and then click Properties.

and click "Finish".

The new interface appears now from the list.
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Phone and Modem Options

Dialing Fules | Modems !.-'-‘-.dvanu:ed'

Eﬁ The following modemsz are inztalled:

t odem Attached To

%ﬁ] Comriunications cable between bwo comp... COM1

%ﬁ] Comrnunications cable between bwo comp... COM2

[ Add... J[ R emove H Froperties

[ k. ][ Cancel ] Apply

Click "OK" to validate these settings.
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9.2.1.2. Use of another serial port
It is possible to define several serial ports in order to select later the available port (See chapter Selecting
communication port). To define a new interface and a new serial port (for example using COM2), repeat
the previous step described in chapter Installing the null modem driver.

9.2.1.3. Selecting communication port
Select the serial port used from Connection | Connection configuration ... LLT menu.
Select the port to use in the device list.

* | LT Connection Properties

General |I:I|:|tin:-ns Security | Metwaorking | Advanced

Select a device:

Communications cable between bwo computers [COM1) w

Communications cable between bwo computers [COM1

Communications cable bebween hwao camputers §2 [COM 2]

Direct Parallel [LFT1] T |

Show icon in notification area when connected

ak. H Canicel ]

If the serial port is not displayed in the device list, check if it has correctly defined (see chapter Installing
the null modem driver).
Before using LLT application check that LLT cable is correctly plugged into the right serial connector.
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9.2.1.4. Communication port configuration
Communication port configuration is made from LLT menu: ‘Connection => Serial interface properties ...’

Note: with Windows ® Vista 64 bits instead used the PC menu: ‘Start = Control Panel 2 Phone and
Modem Options > Modem’.

2# Phone and Modem Options |25

Digling Fules | Modems | Advanced

g The following modems are installed:

Modem Attached To
%FDC-DI'I'II'I'IIJI'IiCEﬁDI'IS cable between two comp...  COM3

[ '@'Md... ] [@'Hﬂmuve ] [ Properties

[ OK H Cancel ] Apply

Select the port and click “Properties”.
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2# Communications cable between two computers Properties | T |[s£39]

General | Modem | Diagnostics | Advanced | Driver | Details|

_/__?-l Communications cable between two computers

Device type: Modems
Manufacturer: {Standard Modem Types)
Location: Unknown
Device status
This device is warking propery. -

[ '@Change settings

| ok || Cancel

Select: ‘Modem’ panel.

-
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Communications cable between two computers Properties | § [[£3%]
General | Modem | Diagnostics I Advanced | Diriver | Detailsl

Port: COM3

Speaker volume

Madimum Port Speed

115200 -

Diial Control

[
o
[l
o
2
[4i]
C
[41]
o
[41]
=1
[w1)
I

OK || cancel

Choose ‘Maximum Port Speed’ value: 115200.
Select ‘Advanced’ panel and ‘Change Default Preference...’, verify ‘Port speed’ and ‘Flow control’ (None).

Click OK in the different opened windows to valid these settings

WARNING : The PC must be restarted.
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9.2.2.

To be connected to a terminal, an USB cable may be used if the terminal software configuration authorizes
it.
9.2.2.1. Telium USB driver Installation

The USB driver for Telium terminals is automatically installed during the LLT installation.

Connect an USB cable between the terminal (USB Slave) and the PC (USB Host).

A new hardware is automatically detected by Windows ® Vista and the terminal is added to the USB
connection port number (see Displaying the USB connection port number).

» If the automatic installation was completed successfully go to Installing the null modem driver.

» If the automatic installation was not done properly, follow the following steps:

e Put the terminal in LLT mode (terminal must display « LLT »).
e Connect USB cable between terminal (USB Slave) and PC (USB Host).

When you plug the terminal with USB cable, Windows ® Vista suggests installing a new driver in order to
manage USB terminal connection

+-| Found New Hardware ==

Windows needs to install driver software for your Unknown
Device

" Locate and install driver software (recommended)

Windows will guide you through the process of installing driver software
for your device,

% Ask me again later
Windows will ask again the next time you plug in your device or log on.

& Don't show this message again for this device
Your device will not function until you install driver software.

Cancel

Click “Locate and install driver software (recommended)”.
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l'\-:;/'l |l Found Mew Hardware - Unknown Device
Allow Windows to search online for driver software for your Unknown Device?

% Yes, always search online (recommended)

Windows will automatically search for the latest drivers and applications for your hardware and
download them to your computer.

% Yes, search online this time only

Windows will search for the latest drivers and applications for this device and download them to
your computer.

. Don'tsearch online
: Your device may not function properly until you get the latest software,

Pleaze read Microsoft's privacy statement

Click “Don’t search online”.
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@ [l Found Mew Hardware - Unknown Device

Windows couldn’t find driver software for your device

=+ Check for a solution

Windows will check to see if there are steps you can take to get your device
working.

< Browse my computer for driver software (advanced)
Locate and install driver software manually.

Click “Browse my computer for driver software (advanced)”.

Cancel
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@ [l Found Mew Hardware - Unknown Device

Browse for driver software on your computer

Search for driver software in this location:

C\Program Files\ TELIUM Tools\LLT w4 4\ drivers

[¥]Include subfolders

- Browse...

Mext ][ Cancel

Click “Browse” to select the « drivers » sub-directory located in the LLT installation directory.

Then click “Next”.
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W) I Found Mew Hardware - SAGEM Telium (COM3)

The software for this device has been successfully installed

Windows has finished installing the driver software for this device:

SAGEM Telium

Close

Then "Finish". Now, the USB driver is installed and ready to be used.
The USB connection is seen by LLT as a serial port. You must configure this new port (See Installing the null

modem driver). Choose the new port which is displayed in the list corresponding to the established USB
connection.
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2# Phone and Modem Options (3]
Digling Fules | Modems | Advanced

_‘(E; The following modems are installed:

Madem Attached To
%:DCGI‘I‘II‘I‘IIJHiCE‘tiﬂHS cable between two comp...  COM3

[ @Md... J [@Hﬂmnve ] [ Froperties

[ OK H Cancel ] Apply

Now, the new communication cable appears from the list. Click “OK”.
Select the serial port used from LLT menu: Connection > Connection configuration ... and select the port
to use from device list.
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** LLT Connection Properties

General | Options | 5 ecuril_l,l. | M etworkingj Addvanced |

Select a device:

| Commurications cable between bwo computers #2 [COM3]

Communications cable between bwao computers #2 [COM3)
Communications cable between bwo computers [COMZ)
Direct Parallel [LFT1]

]
b

[[] Shaw icon in notification area when connected

[ )8 H Cancel l

Click “OK”. Now, your connection is configured. You can connect the LLT to the terminal (see Connecting

to the terminal).
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9.3. With Windows ® 7 Professional

9.3.1. Connection with serial interface

To be connected to a terminal a serial cable must be used. For that configure the PC by selecting a null
modem driver and determine the serial port that will be used with this connection.

9.3.1.1. Installing the null modem driver
Communication port configuration is made from LLT menu: Connection -> Serial interface properties ...

Note: with Windows ® 7 64 bits instead used the PC menu: Start 2 Control Panel > Phone and Modem
Options > Modem.

Note: the PC must be restarted after the null modem is installed.
If no modem has been installed on this computer, the following screen appears:

i B

Dialing Fules | Modems | Advanced

Q The following modems are installed:
Modem Attached To
'@'Md... Femove Properties
| oKk || cancel Apply

Click "Add" button to install the null modem driver.
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Install New Modem
Do you want Windows to detect your modem?

|
TR .

Windows will now try to detect your modem. Before
caontinuing, you should:

1. i the modem is attached to your
computer, make sure it is tumed on.

2. Quit ary programs that may be using
the modem.

Click MNest when you are ready to continue.

3

v Dont detect my modem; | will select it from a list.

| <Back || Ned> | | Cancel |

Check the option ”Don't detect my modem; | will select it from a list“ and then click ’Next” button to

select the null modem driver from a list.
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|
I S

Install New Modem

- Select the manufacturer and model of your modem. If your modern is not listed, or if you have
!.‘:4 an installation disk, click Have Disk.

Manufacturer Models
(Standard Modem Types) 54 Communications cable between two computers E|

5] Parallel cable between two computers
5 lstandard 300 bps Modem
[l standard 1200 bps Modem
e

i e "pepenpe g [ ., T,y W SRR I (U pup——"

[5] This driver is digitally signed.
Tell me why driver signing is important

Select “(Standards Modem Types)” from the list “Manufacturer” and “Communications cable between

two computers” from the list "Models".

Then click ”Next” button to select the serial port that will be used for the connection.
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,
s

Install New Modem
Select the portis) you want to install the modem on.

You have selected the following modem:

Communications cable between two computers

On which ports do you want to install it 7
Al ports
{* Selected ports

Com
CoM3

| <Back || Net> | | Ccancel

Select a specific port or ”All ports” if you want to be able to use either one or the other.

Continue by clicking ”Next” button

,
s

Install New Modem
Modem installation is finished!

Your modem has been set up successfully.

If you want to change these settings, double-click the
Phone and Modem Options icon in Control Panel, click the
Modems tab, select this modem, and then click Properties.

< Back

Cancel

Click ”Finish”. The new interface appears now from the list.
Click ”OK?” to validate these settings.
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9.3.1.2. Use of another serial port
It is possible to define several serial ports in order to select later the available port (See chapter Selecting
communication port). To define a new interface and a new serial port (for example using COM2), repeat
the previous step described in Installing the null modem driver.

9.3.1.3. Selecting communication port

Select the serial port used via the LLT menu: Connection = Connection configuration ....
Select the port to use in the device list.

— ™
=| LLT Connection Properties u
p

General |Dptinns | Securty | Metworking I Sharing|

Connect using:

] @ Communications cable between two computers £ »

&t Commurications cable between two computers Al

%8 Communications cable between two computers | =

m | [t
All devices call the same numbers

Dial only first available device

Phone number

Area code; Phone number:

Countrdregion code:

[] Use dialing niles Dialing Rules

See our onling privacy statement for data collection and use
irformation.

oK || cancel |

If the serial port is not displayed in the device list, check if it has correctly defined (see chapter Installing
the null modem driver).

Before using LLT application check that LLT cable is correctly plugged into the right serial connector.
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9.3.1.4.Communication port configuration

Select the serial port used via the LLT menu: Connection => Serial interface properties ....

o S ek

Dialing Fules | Modems | Advanced

Q The following modems are installed:

Modem Attached To

%ﬁ]ﬂummunicaﬁuns cable between two comp...  COM4
L M Communications cable between two comp... COM1
%:,]Cnmmunicatiuns cable between two comp...  COM3
L%:,]IZII::ummuniu::Eltiu::nns cable between two comp...  COM7Y

[ @Mﬂl ][@Hmmv&][ Properties ]

Lok J[ Cancel || sopb

Select the port number and click”Properties”.
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e —

Communications cable m two computers #2 Properties g

| General | Modem | Diagnostics | Advanced | Driver | Details |

e Communications cable between two computers #2

Device type: Modems
Manufacturer: (Standard Modem Types)
Location: Unkniown

Device status

| Change seftings

This device is warking propery. -

Select ”Modem” panel.

T ——)——
Communications cable between two computers #2 Properties
RN T—

=

General | Modem |Diagnustics Advanced | Drriver | Deiajls|

Port: COM1

Speaker volume

low [ High

Maxdmum Port Speed

115200

Diial Control

[ ] Wait for dial tone before dialing
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Choose ”Maximum Port speed”: 115200.

-

Communications cable between two computers 2 Properties

General I Modem I Diagnostics | Advanced |D1'i\rer I Detailsl

Exdra Settings

Bxtra initialization commands:

Intialization commands may lead to the exposure of
sensitive information in the modem log. Consult your
modem’s instruction manual for more details.

[ Change Default Preferences. .. ]

ok |

—

Cancel

L

In ”Advanced” panel, select "Change Default Preferences...”
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P

Communications cable between two cﬂmputers...&lg

General | Advanced

Call preferences

Digconnect a call if idle for more than

Cancel the call f not connected within

Diata Connection Preferences

Fort speed: 115200

Data Protocal:

Compression:

Flow control: | None

mins

And verify ”Port speed” (115200) and ”’Flow control” (None).

Click OK in the different opened windows to valid these settings.

WARNING : The PC must be restarted.
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9.3.2.
To be connected to a terminal, an USB cable may be used if the terminal software configuration authorizes
it.
9.3.2.1. Telium USB driver Installation

The USB driver for Telium terminals is automatically installed during the LLT installation.

Connect an USB cable between the terminal (USB Slave) and the PC (USB Host).

A new hardware is automatically detected by Windows ® Vista and the terminal is added to the list of USB
connection port number (see Displaying the USB connection port number).

> If the automatic installation was completed successfully go to Installing the null modem driver.

> If the automatic installation was not done properly, follow the following steps:
e Put the terminal in LLT mode (terminal must display « LLT »).
e Connect USB cable between terminal (USB Slave) and PC (USB Host).

When you plug the terminal with USB cable, Windows ® 7 displays the following message.

'L Device driver software was not successfully installed
w2 Click here for details.

To install a new driver in order to manage USB terminal connection, select via the LLT menu: Connection
-> Device manager ....

Warning: if the device manager panel is not displayed, close and restart the LLT application.

=2 Local Loading T
Terminal  Activity ‘u‘imﬂ.r Language 7

F Connection configuration ...
@ D:@ ﬁ - :
= | Serial interface properties...

| 'd Desktop Device manager ...

Metwork properties ...

All directonies
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Select the ”Unknown device”,

File

Action  View Help

as | = HmE 8| %S

- Device Manager
2 Device Marager IS

[=
[=

e e W W W W W W W W

WOOW W W W e

4 VLM-P1250444

M Computer

r—a Disk drives

‘a Display adapters
- DVD/CD-ROM drives

% Hurnan Interface Devices

g IDE ATASATAPI controllers

- Keyboards

E! Mice and other pointing devices

-Bd| Monitors
I? MNetwork adapters
-|[lz) Other devices

- {7 Unknown devi .

I Portable Devices
I3 Ports (COM & LPT]
R Processors

IQ' Sound, video and ¢
M Systern devices

- E Universal Serial Bus

Update Driver Software...
Disable
Uninstall

Scan for hardware changes

Properties

And after select ”Update Driver Software...”.
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After locate and install driver software manually (‘Browse my computer for driver software’):

How do you want to search for driver software?

= Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

=» Browse my computer for driver software
Locate and install driver software manually.

Click ”Browse” to select the subfolder ’drivers” under LLT installation folder and click ”’Next”.

Browse for driver software on your computer

Search for driver software in this location:

C:\Program Files\TELIUM Tools\LLT\drivers

[¥]Include subfolders

= Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.

Check USB driver is correctly installed and click ”Close”.
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SAGEM POMETEL USE Teliurm (COM4)

Windows has successfully updated your driver software

Windows has finished installing the driver software for this device:

SAGEM MOMETEL USE Telium

—

The new device is now displayed.

File Action View Help
&= m B HE & &b

425 VLN-P1250444
[y Computer
] Disk drives

D!—l';li Display adapters

b i DVD/CD-ROM drives

E-% Human Interface Devices

g IDE ATAJATAPI controllers

P Keyboards

Dﬂ Mice and other pointing devices

DE_I Menitors

DQ Metwork adapters

Dg Portable Devices

4 75 Ports (COM & LPT)

Lo ¥ Communications Port (COML)

" ECP Printer Port (LPT1)

o Intel(R} Active Management Technolagy - SOL (COM3)
SAGEM MONETEL USE Telium (COM4) |
IS-R Processors

Dlﬂ Sound, video and game controllers

&M System devices

[ - i Universal Serial Bus controllers
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Now, the USB driver is installed and ready to be used. The USB connection is seen by LLT as a serial port.
You must build this interface.

To build this interface, select via the LLT menu: Connection -> Serial interface properties....

Note: with Windows ® 7 64 bits instead used the PC menu: Start = Control Panel = Phone and Modem
Options = Modem.

o Local Loadin

Terminal  Activity 1l.l"iv;:'l.n'c.rI(::::lrnmm::tinunn Language 7

@ |lF_ Connection configuration ... -
8 O
— @ s Serial interface properties..,

Device manager ...

I Q Desklop

Metwork properties ...

Al directories

i ™

Dialing Rules | Modems | Advanced

Q The following modems are installed:
Maodem Attached To
@Md... Remove Properties
| oKk || cancel Apply

And select “Add”.
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Select “Don’t detect my modem...” and click “Next”.
i
e R

In=tall Hew Modem
Do you want Windows to detect your modem?

Windows will now try to detect your modem. Before
continuing, you should:

1. K the modem is attached to your
computer, make sure it is tumed an.

2. Quit any programs that may be using
the modem.

Click Meat when you are ready to continue.

[v Dont detect my modem; | will select it from a list.

s

<Back | Ned> | | Cancel

Select ”Communication cable between two computers” and click ”Next”.

|
ST S

Install New Modem

= Select the manufacturer and model of your modem. If your modern is not listed, or if you have
“ an installation disk, click Hawe Disk.

Manufacturer Models
(Standard Modem Types) 54 Communications cable between two computers =
[ Parallel cable between two computers

[Elstandard 300 bps Madem
5 standard 1200 bps Modem

i e "pepenpe g [ ., T,y W SRR I (U pup——"

[5;] This driver is digitally signed.

Tell me why driver signing is important
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Select the port number and click “Next”.

,
CECTEE .

Install New Modem
Select the portis) you want to install the modem on.

You have selected the following modem:
Communications cable between two computers

On which ports do you wart to install it?

= Al portz
¥ Selected ports

CoM1
CoM3

COM4

<Back | Net> | [ Canesl

Click ”Finish”.

,
T

Install New Modem
Modem installation is finished!

Your modem has been set up successfully.

ff you want to change these settings, doubleclick the
Phone and Modem Options icon in Control Panel, click the
Modems tab, select this modem, and then click Properties.

< Back

Cancel
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Warning: if the following screen is displayed, check ”Public networks” for this program (LLT) and click
”Allow access”.

|

@ Windows Firewall has blocked some features of this program

Windows Firewall has blocked some features of Software downloading in TELIUM ™ Terminal on
all public and private networks.,
Q Mame: Software downloading in TELIUM ™ Terminal

Publisher: Ingenico France
Path: C:'program files'telium toolsYItYIt.exe

Allow Software downloading in TELIUM ™ Terminal to communicate on these networks:
Private networks, such as my home or work netwark

Public networks, such as those in airports and coffee shops {not recommended
emuse these networks often have litte or no security)

What are the risks of allowing a program through a firewall?

[ '@'Nlow aCCess ] [ Cancel

If not, the following windows will be displayed after LLT connection action.

LT . X

i l; absence of terminal answer

oK

LLT User’s Guide ® 900001549 R11 000 02 _ 296107410 o 71/71

Copyright © 2011 Ingenico
All rights reserved



	CONTENTS
	1. INTRODUCTION
	2. Environment
	3. Software installation
	The USB driver for terminals with TELIUM ™ technology is automatically installed during the LLT installation. 
	4. Software removal
	5. Use of LLT functions
	5.1. Connecting to the terminal
	5.2. Connection rules
	5.2.1. Definitions
	5.2.2. Graphical mode
	5.2.3. Command mode

	5.3. Disconnecting to the terminal
	5.4. Software component downloading
	5.5. Parameter files downloading
	5.6. List of components in the terminal
	5.7. Uploading diagnostic files (*.DIA)
	5.8. File selection and transfer
	5.8.1. File selection


	5.8.1.1. Selection a catalogue file
	5.8.1.2. Selecting a package
	5.8.1.3. Selecting a file list
	5.8.2. Filter function
	5.8.3. File transfer
	5.8.4. Copy File List
	5.9. Displaying and consultation
	5.9.1. Direct access to a directory of the computer
	5.9.2. Direct access to a directory of the computer
	5.9.3. Direct access to a file contents
	5.9.4. Component signature consultation
	5.9.5. Terminal identification consultation
	5.9.6. Terminal configuration consultation

	5.10. Catalogue file management
	5.10.1. Consulting catalogue file
	5.10.2. Create a new catalogue file
	5.10.3. Create a family
	5.10.4. Deletion of a catalogue file


	6. Views of some files
	6.1. File LIFECOUNTER.DIA
	6.2. File BOOSTER?.DIA
	6.3. File APPDEFAULT.DIA
	6.4. File APPCOUNTER.DIA 

	7. LLT Setting
	7.1.  File LLT. INI
	7.2. File LLT.PRM
	7.3. File LLT.LNG
	7.4. File LLT.BMK
	7.5. LLT used in command mode
	7.5.1. Actions
	7.5.2. Switches
	7.5.3. Syntax
	7.5.4. Return codes
	7.5.5. Examples

	7.6. Displaying the USB connection port number

	8. Appendices
	8.1. List of short cut keys
	8.2.  List of icons and their function
	8.3. Problems and Solutions

	9. Connection Configuration with terminal
	9.1. With Windows ® XP Professional
	9.1.1. Connection with serial interface


	9.1.1.1. Installing the null modem driver
	9.1.1.2. Use of another serial port
	9.1.1.3. Selecting communication port
	9.1.1.4. Communication port configuration
	9.1.2. Connection with USB cable

	9.1.2.1. Telium USB driver Installation
	9.2. With Windows ® Vista Professional
	9.2.1. Connection with serial interface


	9.2.1.1. Installing the null modem driver
	9.2.1.2. Use of another serial  port
	9.2.1.3. Selecting communication port
	9.2.1.4. Communication port configuration
	9.2.2. Connection with USB cable

	9.2.2.1. Telium USB driver Installation
	9.3. With Windows ® 7 Professional
	9.3.1. Connection with serial interface


	9.3.1.1. Installing the null modem driver
	9.3.1.2. Use of another serial port
	9.3.1.3. Selecting communication port
	9.3.1.4. Communication port configuration
	9.3.2. Connection with USB cable

	9.3.2.1. Telium USB driver Installation
	Signets Word
	debut
	SoftwareInstal
	UseLLT
	ConnTerminal
	Disconnect
	FileSelect
	FileTransfer
	ComponentSign
	DirectAccess
	LifeConter
	Booster
	AppDefault
	AppCounter
	LLTIni
	LLTCommande
	USBportlist
	ConnectionConfig
	NullModem1
	Select1
	NullModem3
	SelectPort1
	NullModem2
	SelectPort3




